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Atelier Boonen - Burg-Wächter Profi Safe

Additional information
Burglary and Fire Resistant Safe S2

The Burg-Wächter Profi Safe is a certified safe for the secure storage of documents, cash and valuables. It
complies with EN 14450 security level S2 for burglary resistance and provides 30 minutes of fire protection
for paper according to LFS 30 P (EN 15659), tested at temperatures up to 850 °C.

The Profi Safe features a double-walled steel construction, a locking system with solid round bolts, and
internal hinges with a continuous anti-pry rail. An integrated LED interior light ensures ease of use. The
safe is prepared for wall and floor anchoring, with fixing material included.

Depending on the model, the Profi Safe comes with a SecuSafe double-bitted key lock or a SecuTronic
electronic code lock with user history.

The Burg-Wächter Profi Safe is an S2-certified safe, providing protection against opportunistic burglary
and light fire.

Fireproof 30 min for paper
Burglary-resistant Security level S2
Security level S2 indicator: € 5 000 cash or € 9 000 valuables

Tested and certified by ECB.S in accordance with European standard EN 14450 security level S2
Fire resistant tested 30 minutes for paper according to EN 15659 LFS 30P
Double-sided locking by means of steel bolts
Hook-in profile on the hinge side
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Model K with double bit key lock
Model E with electronic code lock
Height adjustable shelves
Prepared for anchoring
Color: black
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Model specifications

Model Outer dimensions (mm) Internal dimensions
(mm) Volume (L) Weight (kg) Shelves

PRS 510 K H320 W435 D380 H205 W320 D232 15 L 44 kg 1

PRS 510 E H320 W435 D380 H205 W320 D232 15 L 44 kg 1

PRS 520 K H360 W495 D445 H245 W380 D297 27 L 55 kg 1

PRS 520 E H360 W495 D445 H245 W380 D297 27 L 55 kg 1

PRS 540 K H560 W495 D445 H445 W380 D297 50 L 77 kg 1

PRS 540 E H560 W495 D445 H445 W380 D297 50 L 77 kg 1

PRS 580 K H820 W495 D445 H694 W380 D297 78 L 111 kg 1

PRS 580 E H820 W495 D445 H694 W380 D297 78 L 111 kg 1
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